
MODEL:3-DM-240(6V240Ah)

•   High Corrosion Resistant Performance: Pb-Ca 
    multi-alloy grid

Patented Silicate Compound Electrolyte: zero
    acid vapor, environment friendly

High Energy Density and Power Density
Excellent Charge Acceptance Ability
Strong High and Low Temperature Performance
Optimized Capability of instant High-current 

    Discharging
•    

•   
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•   
•   
•   

•   
Excellent Deep 
The Designed Life is 10 Years

Discharge Cycle Life

General Features

Product Specification
Nominal Voltage:    

Rated Capacity:

Dimension and Weight

Internal Resistance:

Operating Temperature Range:

Charging Methods:

Applications

20Hour Rate (12.0A to 5.25V)          240Ah
10Hour Rate (22.5A to 5.25V)          225Ah
5Hour Rate   (38.4A to 5.25V)          192Ah

Length                                    244mm±1.5mm
Width                                      192mm±1.5mm
Height                                     275mm±1.5mm
Total Height                           275mm±1.5mm
Weight                                                   32.5kg Self discharge Rage:

Discharge      -40℃~60℃(-40℉~140℉)
Charge         40- ℃~60℃(-40℉~140℉)
Storage               -40℃~50℃(-40℉~122℉)

Floating Use                6.75V~6.90V(25℃)
Cycling Use                 7.20V~7.50V(25℃)
Max Charge Current   72.0A

Electric vehicles
Sightseeing bus
Golf cart
Garbage truck
Patrol car
Motor wagon 

Constant Current Discharge Characteristics   Unit: A (25℃,77℉)

Constant Power Discharge Characteristics   Unit: W/cell (25℃,77℉)

        Fully charged Battery≤1.9mΩ

       10%/year( ℃20 )

   6V

FV/Time
1.60V
1.65V
1.70V
1.75V
1.80V
1.85V

FV/Time
1.60V
1.65V
1.70V
1.75V
1.80V
1.85V

5M 15M 30M 1h 2h 3h 5h 8h 10h 20h
825 443 270 158 90.4 67.0 44.1 28.9 23.2 12.2
800 430 265 157 90.0 66.3 43.6 28.7 23.0 12.1

768 421 260 156 89.3 65.4 43.1 28.5 22.7 12.0
706 407 258 153 87.9 64.7 42.7 28.2 22.5 12.0

633 379 247 149 86.3 64.2 41.5 28.0 22.3 11.9
564 338 225 138 81.9 60.4 39.5 26.8 21.6 11.7

5M 15M 30M 1h 2h 3h 5h 8h 10h 20h
1383 781 488 298 171 127 83.5 56.2 44.6 24.1
1330 767 483 296 170 126 83.1 55.8 44.2 24.0

1324 758 483 293 170 125 82.4 55.5 43.7 23.9
1234 753 481 291 169 124 81.9 55.1 43.3 23.7

1134 712 469 289 168 124 81.0 54.6 42.8 23.6
1012 637 430 268 161 118 77.3 52.7 42.1 23.4
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MODEL:3-DM-240(6V240Ah)

Cycle service life 

0.30C

  5.25                    5.25                  5.25                  5.25

   0.25C                  0.16C                0.093C               0.05C

Initial charge              25 7.35  -5mV/℃/cell

Charging Procedures
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(A)Trickle charge       25     6.90     -3mV/℃/cell
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Discharge Characteristic Curve 

Self-discharge  Curve Characteristic Cycle service life 

Effect of temperature on capacity Float  service life 
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Silicon Battery

Britech Holding ( Shanghai ) Co.,Ltd
ADD : 3rd Floor, Building 1, No. 1151, Lianxi Rd., Shanghai, China
WEB : http://www.silicon-battery.com


